
ORDERING INFORMATION 

MODEL CODE POWER ADDITIONAL SPECIFICATIONS

VENUS COMFORT 2032 DF 410446 9V battery
Dual flush. The system delivers a reduced 
3 liter flush when the user touches the 1 wave 
button and a full 6 liter flush when the user 
touches the 2 wave button.

VENUS COMFORT 2032 DFE 410447 9V transformer

VENUS COMFORT 2032 DF
TOUCH OPERATED CONCEALED ELECTRONIC FLUSH VALVE FOR WC 
SPECIFICATIONS
Concealed electronic self-closing flush valve for 
WC operated by touch. Features two piezo switches 
integrated in the stainless steel panel for dual flush 
operation. Shut-off valve, filter included. Powered by a 
9V battery or a 9V transformer. Battery versions include a 
low battery level indicator. Delivers a full flush of 6 liters 
and a reduced flush of 3 liters with an optional 24-hour 
hygiene flush. 

OPERATION
User activates the dual flushing system with two 
operations. Full flush operation will take place when the 
user touches the button indicated with two waves and 
reduced flush operation is activate when user touches 
the button indicated with one wave. 

APPLICATION
Ideal for locations with high risk of vandalism such of 
educational institutions, detention centers, train stations. 

LEED RATING

ADA DESIGNED

APPROVALS

ADVANTAGES

OPTIONAL HYGIENE FLUSH

ADJUSTABLE  SETTINGS

EASY TO INSTALL
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GERM FREE

PRODUCT AT A GLANCE 

Installation Concealed 

Power Supply
∙ 9V battery 
∙ 9V transformer

Operating pressure 1.0-8.0 BAR / 14.5-116.0 PSI

Water flow Dual flush:  3 LPF half flush / 0.8 GPF 
                      6 LPF full flush / 1.58 GPF  

ECO - Water saving option   4.5 LPF full flush / 1.18 GPF - available upon request  


